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A112.1.2 – 2012 (R2017) - Air Gaps in Plumbing Systems (For Plumbing Fixtures and Water- 
Connected Receptors) 

A112.1.3 – 2000 (R2015) - Air Gap Fittings for Use With Plumbing Fixtures, Appliances, and 
Appurtenances 

A112.3.1 – 2007 (R2017) - Stainless Steel Drainage Systems for Sanitary DWV, Storm, and Vacuum 
Applications, Above- and Below Ground 

A112.3.4/CSA B45.9 – 2013 - Macerating Toilet Systems and Related Components 

 A112.4.1 – 2009 (R2014)  - Water Heater Relief Valve Drain Tubes  

 ASME A112.4.2/CSA B45.16 – 2015  - Personal Hygiene Devices for Water Closets  

A112.4.3 – 1999 (R2015)  - Plastic Fittings for Connecting Water Closets to the Sanitary Drainage 
System  

A112.4.4 – 2017 - Plastic Push Fit Drain, Waste and Vent (DWV) Fittings  

ASME A112.4.14/CSA B125.14 - 2017 - Manually Operated Valves for Use in Plumbing Systems  

A112.6.1M – 1997 (R2017) - Supports for Off-the-Floor Plumbing Fixtures  

A112.6.2 – 2017  - Framing-Affixed Supports for Off-the-Floor Plumbing Fixtures  

A112.6.3 – 2016 - Floor and Trench Drains  

A112.6.4 – 2003 (R2012) - Roof, Deck, and Balcony Drains  
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A112.6.7 – 2010 (R2015)  - Sanitary Floor Sinks  

A112.6.8 – Draft - Trench Drains  

A112.6.9 – 2005 (R2015) - Siphonic Roof Drains  

A112.14.1 – 2003 (R2017) - Backwater Valves  

A112.14.3 – 2018 - Grease Interceptors  

A112.14.4 – 2001 (R2017) - Grease Removal Devices  

A112.14.6 – 2010 (R2015)  - FOG (Fats, Oils & Greases) Disposal Systems  

A112.18.1/CSA B125.1 – 2012 (R2017) - Plumbing Supply Fittings  

A112.18.2/CSA B125.2 – 2015  - Plumbing Waste Fittings  

A112.18.3 – 2002 (R2017) - Performance Requirements for Backflow Protection Devices and 
Systems in Plumbing Fixture Fittings  

A112.18.6/CSA B125.6 – 2017  - Flexible Water Connectors  

A112.18.8 – 2009 (R2014)  - In-Line Sanitary Waste Valves for Plumbing Drainage Systems  

A112.18.9 – 2011 (R2017) - Protectors/Insulators for Exposed Waste and Supplies on Accessible 
Fixtures  

A112.19.1/CSA B45.2 – 2013 - Enameled Cast Iron and Enameled Steel Plumbing Fixtures  
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A112.19.2/CSA B45.1 – 2013  - Ceramic Plumbing Fixtures  

A112.19.3/CSA B45.4 – 2017  - Stainless Steel Plumbing Fixtures  

A112.19.5/CSA B45.15 – 2017  - Flush Valves and Spuds for Water Closets, Urinals, and Tanks  

A112.19.7/CSA B45.10 – 2012 (R2017)  - Hydromassage Bathtub Systems  

A112.19.10 – 2017  - Retrofit Dual Flush Devices for  
Water Closets  

A112.19.12 – 2014  - Wall Mounted, Pedestal Mounted, Adjustable, Elevating, Tilting, and Pivoting 
Lavatory, Sink, and Shampoo Bowl Carrier Systems and Drain Waste Systems  

A112.19.14 – 2013 (R2018)  - Six-Liter Water Closets Equipped With a Dual Flushing Device  

A112.19.15 – 2012 (R2017) - Bathtub/Whirlpool Bathtubs With Pressure Sealed Doors  

A112.19.17 – 2010 (R2018)  - Manufactured Safety Vacuum Release Systems (SVRS) For 
Residential and Commercial Swimming Pool, Spa, Hot Tub and Wading Pool Suction Systems  

A112.19.19 – 2016  - Vitreous China Nonwater Urinals  

A112.21.3M-1985 (R2017)  - Hydrants for Utility and Maintenance Use  

A112.36.2M-1991 (R2017) - Cleanouts  
 

ASSE 1002-15/ASME A112.1002-2015/CSA B125.12-15  - Performance Requirements for Anti-
Siphon Fill Valves (Ballcocks) for Gravity Water Closet Flush Tanks  

ASSE 1016-17/ASME A112.1016-2017/CSA B125.16-17  - Performance Requirements for Automatic 
Compensating Valves for Individual Showers and Tub/Shower Combinations  



  
   

ASME A112 Product Standards List 
October 17, 2018 

ASSE 1037-2015/ASME A112.1037-2015/ CSA B125.37-15  - Performance Requirements for 
Pressurized Flushing Devices for Plumbing Fixtures  

ASSE 1070-15/ASME A112.1070-2015/CSA B125.70-15  - Performance Requirements for Water 
Temperature Limiting Devices  

 


